
AVALON
EUROGLIDE FRAMELESS SINGLE SLIDING SHOWER DOOR

Eurotech Showers
Hospitality Division
23532 Commerce Center Dr., 
Building B
Laguna Hills, CA 92653
949-716-4099
eurotechshowershospitality.com

INSTALLATION M
ANUAL - KD60 & KD72 



STANDARD ( ) : 
  

RESULT IN REFER TO PAGES 1-5

CUSTOM ( ) : FITS UP TO 72" 
DANGER: IF THIS SHOWER IS INSTALLED IN AN OPENING OVER 72", 
THIS COULD RESULT IN SERIOUS INJURY.  REFER TO PAGES 1-3 & 6-7 
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Sealant
Finishing Tool

Painters
Tape

General Information

Notes: Safety glass can not be re-worked.

Aftercare instructions

Tools Required
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Assembly Drawing
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V Seal for 3/8” or 1/2”(10mm
12.7mm) glass

Roller     
Anti-lift Pin     
Track Holder
Track Bar
Wall Fixing (close side)  
Wall Fixing (open side)
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Four Configurations
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High side  

 (10mm

 (12mm

STANDARD ( )
Bar Installation
Mount wall bracket on high side of curb first. Level bar to mark opposite wall for second wall bracket.

4-1/2"
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Eccentric nut for roller adjustment.
Raises and lowers the roller). Minimum 

spacing should be oriented towards the 
middle shown. Adjustments can be 
made after the door installation.

STANDARD (AVA6078) 

NOTE: TIGHTEN CAP ON, STANDOFF 
AGAINST GLASS BEFORE TIGHTENING 

ALLEN SCREW BEHIND BAR

7



Center of
Glass Door   

Center of 
Curb  

Center of 
Fixed Panel   

High side  Low side 

Centerline
of curb

High side of c
urb   

Curb

Insert the track(4) bar to
cylinder tube holder(6b). 

For 3/8” (10mm) Glass 

Center of
Glass Door   

Center of 
Fixed Panel   

For 1/2” (12mm) Glass 

Center of 
Curb  

Mount wall bracket on high  side of curb first. Level bar to mark opposite wall for second wall bracket.  
BAR LENGTH = OPENING WIDTH MINUS 1-3/4"  

CUSTOM (AVA7284) 
Bar Installation

4-1/2"
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CUSTOM ( )

Eccentric nut for roller adjustment. 
(Raises and lowers the roller). Minimum 
spacing should be oriented towards the 
middle shown. Adjustments can be 
made after the door installation.

NOTE: TIGHTEN CAP ON, STANDOFF 
AGAINST GLASS BEFORE TIGHTENING 

ALLEN SCREW BEHIND BAR
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